JETECH ENERGY REQUIRED INFORMATION OF BATTERY INQUIRY

Note: The section marked with "★" is mandatory to fill

Contact: Wilson Chen  Phone: +8618718922979  Email: wilson_che@sz-jetech.com
	Company Name:
	
	Project Name:
	
	Date:
	

	Contact Name:
	
	Phone:
	
	Email:
	

	Order Qty (PCS):
	
	Order Date:
	
	Delivery Time:
	

	Samples Required:
	□Sample    □Small order    □Exhibition sample

	★Cell Type:
	( Cylindrical  ( Prismatic  ( Pouch
	Cell Model & Spec:
	

	★Cell Material:
	□ NCM   □ LFP       □ LMO   □ LCO  □ LTO   □ Other:

	★Battery Application:
	Micro-mobility：( E-scooter   ( E-bicycle  ( E-motorcycle  ( E-trike  ( E-wheelchair  ( E-foil； 

Tools：□ E-Garden Tools  ( Power Tools  □ Law Mower
Small Appliances：□ Vacuum Cleaner  ( Sweeping Robots □ Fascia Gun  ( Speaker ；

Other Fields：□Forklift  □ Golf Cart  □ Golf Trolley □AGV  □Robots □ Drones/FPV □ Energy Storage；
(Other：

	Battery Solution Requirements (No Need to Fill for Cell Order)
	 Technical Parameter Requirement For Battery Solutions
	★ Motor Power：       W ；Normal working current of the motor：       A；   Peak operating current of motor：       A

★Controller current limit：      A ；Charging current limit：      A 

★(Charging activate  ( Charging off discharging    ( Discharging self recovery  ( others：          .

★Assembly method：
□ The Client Provide Housing Case or Need to be customized:  Please attached 3D design file to here or send by mail. 

□ PVC Heat-shrink to Pack；□ PE shell to Pack ；

Battery Dimension Requirement (MM):  L * W* H .

★ Requirements for label content：

( Special requirements：     Please provide design AI files here    

□ No requirements, according to our company's normal design

★ Battery interface type：□ Dis/charging same ports  □ Dis/charging Split port

★ Charging port terminal type and wire type&length：                                                         .
★ Discharging port terminal type and wire type&length：                                                       .

★Certificates Requirements：

□UL    □CE    □IEC62133  □UN38.3   □ROSH    □REACH   □FCC  □PSE   

□KC    □CB    □MFI       □CCC      □ETL      □ No requirements   

★Communication Protocol：

□UART   □RS-485   □RS-232   □SMB   □I2C   □CAN  □ No requirements (Hardware BMS)

★Waterproof Grade：(IP54   (IP65   (IP67  (No waterproof requirements 

★Special Functions： 

□ Weak current switch   □ SOC Display   □ Key switch  □ USB output port     □ GPS positioning     □ GPRS   
□ Bluetooth      □ Other：                                                                

	
	Electrical performance requirements
	Usage environment and working method:                                                  

A.Charging conditions: The output current of the charger is：        A；The output voltage of the charger is：          V；

  Charging termination control parameters：( Time：         ( -△V：       (Cutoff temperature：       ，

Charging environment temperature：                    ℃ 

Charging temperature protection range：( Required            ℃   ( Not required  

Discharge conditions：The average working current is：      A； Peak current：     A；Locked rotor protection current：    A；

  B.Discharge termination control parameters：( V：      ( Time：        ( Cutoff temperature：            .
Discharge environment temperature：       ℃   

Discharge temperature protection range：( Required            ℃     ( Not required       

★Electrical performance：

Nominal voltage(V)：             Nominal capacity (mAh)：         Internal resistance (m Ω)：         

Number of series and parallel connections：     S     P
Cycle Life：

□300 cycles   (400 Cycles  (500 Cycles  (600 Cycles  (1000 Cycles  (2000 Cycles

Circuit principle：

□ According to IEC62133 standard  

□ According to UL2271 standard  

□ According to UL2054 standard 

( without requirements

	
	Others  requirements
	Additional Requirement or Appendix can be added here：

	The Quotation as Following According To Above Information

	Model Name
	Order Qty （PCS)
	Unite Price (USD)
	Amount (USD)

	
	
	
	

	Amount 
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